
Perfecting The Art Of  
Making Paint Since 1905.



Since 1905, when we first opened our doors on Front 

Street in Memphis, Tennessee, Farrell-Calhoun Paint has 

been the favorite of professional painting contractors across the 

Southeast. And for good reason— we have 

been dedicated to working with 

our customers to give them the 

quality products they need to 

ensure a superior paint job.

Still family owned and 

operated, Farrell-Calhoun 

remains focused on producing  

premium products that leave a lasting 

impression.  Our commitment to quality and dedication to 

the customer has enabled Farrell-Calhoun to grow from 

a small two-store operation to over 44 company-owned 

stores stretching across Tennessee, Mississippi, Arkansas, 

Louisiana, Kentucky, Missouri and Virginia and a dealer net-

work that encompasses 17 states.

Superior Products Make the Difference

The focus on quality begins at the top of our organization 

with John A. Ward, Jr., President/CEO  

of the company. Being a  

chemist, he is committed 

to research and devel-

opment to ensure 

that only the highest 

quality paints are 

labeled with our 

 signature “impressionist” 

Farrell-Calhoun label. Our dedicated  

chemists work diligently to formulate the most impressive paints 

on the market. Our paints have to meet exacting standards, 

as well as stand up to a battery of stringent tests. Many of our 

products such as our 300 line, the best flat latex wall paint on 

the market today, exceed industry standards. This premium 

product has unsurpassed touch-up and is one of the most 

washable and scrubbable flats available.

Farrel l -Cal houn Paint

Our research lab uses a standardized paint industry test to show the “washability” 
of interior paints. These tests clearly show that Farrell-Calhoun paints outperform 
highly touted national brands.

Scientific Tests Don’t Lie.

National Brand #1    Farrell-Calhoun    National Brand #2



Don’t take our word for it, look 

at the graph to the right. DuPont 

conducted a blind test in which they 

independently picked up samples of 

all major brands of flat wall paint. We 

were unaware they were performing the 

test until they revealed the results that 

showed that our 300 line outperformed 

all national and regional brands.

As news of our superior products spreads and our distribu-

tion area grows, dealers, painting contractors, architects, facility 

managers and homeowners are coming to rely and depend  

on Farrell-Calhoun products to give their job the look of a  

masterpiece. Whether painting your home, multi-family  

housing, international airport, state-of- the-art  

hospital or specialized industrial application -- we’ve got  

your coating.  

To keep up with the ever increasing demand for Farrell-

Calhoun products, our manufacturing facility underwent a 

multi-million dollar renovation and expansion in 1999 that 

increased our production capacity from 1.7 million gallons  

to well over 3 million gallons per year.

In 2010, Farrell-Calhoun acquired the assets of Town 

& Ranch Paint and Kentucky Paint Manufacturing. With 

this acquisition, Farrell-Calhoun gained a store presence in 

the Kentucky market and a second manufacturing facility. 

Additionally, Farrell-Calhoun acquired the Fence Guard 

brand of fence paint, which is the premier black fence paint 

for horse farms.

Farrel l -Cal houn Paint
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We’ve got your color.

Our latest color system, COLOR IS... features 1320  

colors chosen particularly for you, the discerning consumer. In 

this most comprehensive color range you’ll find a large 

selection of off-whites and neutrals, classic 

colors, and the latest in complex and 

sophisticated shades.

You’ll find it easy to locate 

your favorite color because 

the palette is organized by 

color family. Rather than 

being laid out in the tradition-

al rainbow pattern, this system 

takes advantage of a zigzag pat-

tern that creates a visual interest and 

draws you into a color space. But don’t 

worry, even in this innovative zigzag design, the colors 

flow in the same manner as a color wheel, so you’ll be able 

to spot your favorite color quickly and easily. The pivot point 

of the system places the brightest and most chromatic colors 

at the center of the display. As you work your way outward 

toward the end of the display, colors become less chromatic or

more muted. The bottom level is reserved for the neutral  

versions of all of these families and is separated warm on the 

left and cool on the right.

If you’re looking for an enriching palette of 

colors full of historical character, Farrell-

Calhoun offers “Historic Colors 

of America.” Modern scientific 

paint research has allowed  

historians to discover this  

palette of interior and  

exterior paint colors that will 

change the way decorators and 

homeowners view colors of the 

past. These colors were selected by 

Historic New England from hundreds of  

samples taken from historic buildings and painted 

objects. Historic New England curators have worked with 

museums and private homes from across the country and have 

won national attention for unlocking the secrets of how paint 

colors actually looked when new, before time, sunlight, and 

weather altered them.



Better ingredients mean  
better paint.

Many customers ask us why our paint is so much better 

than our competitors. We start with only the best raw materials 

available -- technologically advanced polymers, the highest 

grade titanium dioxide, top quality 100% Acrylic resins, and 

the new cross-linking 100% Acrylic resins. We also formulate 

paints and coatings for the climates in our markets. Our chemists 

can specifically make batches of paint for a particular climate or 

environmental condition.

All of our top line exterior latex paints are formulated with 

only 100% Acrylic resins to give our customers the best color 

and gloss retention as well as unsurpassed durability. Not only 

are Farrell-Calhoun paints made with better ingredients, but 

they are also made with more of them. Unlike most national 

brands, Farrell-Calhoun puts more solids and less water in our 

coatings.  Higher solids means that Farrell-Calhoun paints have 

better hiding, more durability, and a better spread rate. But 

don’t take our word for it, sample the paint and compare the 

published data sheets for yourself.

Better people mean  
uncompromising service.

We apply the same principles when hiring our employees 

as we do in formulating paint-- start with the best people 

available and the result will be superior service. Once an 

employee starts with Farrell-Calhoun, the service journey is 

just beginning. We have ongoing training programs for all 

employees so that we stay focused on customer service and 

keep our employees up-to-date on the latest technology. From 

research chemists, to delivery drivers or store tinters, customer 

service is a way of life at Farrell-Calhoun. We are dedicated 

to more than meeting the needs and expectations of our 

customers—our goal is to exceed them.

More Solids Make Better Paint.

Farrell-Calhoun 
Exterior Paint

National Brand
Exterior Paint



Continuously striving to improve 
and make the ordinary — 
extraordinary.

It’s hard to stay in business for over 116 years without 

staying on top of the latest technology in any field, and at 

Farrell-Calhoun, we strive to be at the forefront of advances in 

the coatings industry. Our research lab is one of the largest in 

the industry relative to the size of our company. Our research 

chemists are always looking for the latest forms of technology 

that have not even been commercialized. Our commitment to 

research and development has allowed us to formulate some 

unique and innovative products like self-healing coatings, paints 

that reflect IR, alkyd paints that do not fade in the sun, and 

waterborne alkyds that act like traditional alkyds with less  

yellowing. We produce waterborne polyurethane varnishes that 

dry quicker and last longer than oil based varnishes and even 

paints that glow in the dark all while being environmentally 

conscious. At Farrell-Calhoun, WE CAN.

We want to leave a lasting  
impression.

But we’re not stopping there. We’re constantly looking 

for ground-breaking ideas to improve our paints and services 

for you. We never stop listening to our customer’s ideas and 

suggestions on how to give them a better paint product or 

improve our customer service. While the quality of our product 

is important to us, so is the environment. Our products are 

formulated without hazardous chemicals, and Farrell-Calhoun 

strives to emit “zero waste” from our manufacturing facilities. 

For decades, Farrell-Calhoun’s manufacturing facilities have 

been engineered so that we do not generate hazardous waste.  

We reuse everything that we can.  From the dust collected in 

our dust collectors, to wash water and thinners used to clean 

our tanks–we turn them all into usable solutions as well as 

reworking all of our mis-tinted paints. We have also worked 

with our local government agencies to help manage the large 

volume of post-consumer latex paint collected at household 

hazardous waste facilities. We have reprocessed this leftover 

paint and turned it into a usable product, which has then been 

used to paint over graffiti.



Farrell-Calhoun is on the move…

There has been a great deal of consolidation within the 

paint industry over the last decade, but Farrell-Calhoun remains 

committed to being independent, family- owned and employee 

driven. We are always looking for the most talented 

people with an entrepreneurial spirit. 

We know that our employees 

make the difference, and 

we treat them like 

family because we 

want them to take 

ownership and to be 

a part of our decision 

making team. As 

more customers have 

come to know and ask 

for Farrell-Calhoun paint, our 

distribution has grown. Since 2011, we have increased our store 

count by over 43% and have expanded into 11 new markets. 

All this growth led us to move and expand our warehouse and 

distribution facilities. In 2015, we acquired a 100,000 square 

foot distribution facility which allowed us to better serve our 

growing customer base. More and more 

independent dealers are coming 

to depend on Farrell-

Calhoun to supply 

them with top quality 

paint. Once customers 

experience the premium 

quality and durability of 

Farrell-Calhoun paints, they 

are impressed. That is why 

they continue to use Farrell-

Calhoun products over other 

regional and national brands. 

The Professional’s Paint



The surface to be painted should be dry and free of 
any dirt, chalk, grease, oil, loose or peeling paint or 
other foreign contaminants. Remove dirt, grease, or 
oil from wallboard with a detergent solution, rinse 
thoroughly, and allow the surface to completely dry. 
Repair/Caulk all cracks and fill all small holes and 
other surface imperfections with putty or spackling 
compound and then sand to smooth finish followed 
by dusting. Old glossy enamel finishes should be 
sanded to a dull finish, dusted, and then primed 
with the appropriate primer. Remove sanding dust 
by wiping with a damp cloth or sponge. 

Always prime new or bare drywall with the appro-
priate primer to ensure good enamel hold out of 
the finish coats. Latex primers are recommended 
for normal wallboard surfaces, because oil-based 
primers have the tendencies to raise the grain of 
the paper.

Latex:   
#300 Line Flat    
#380 Perfik-Seal   
#468 Perfik-Finish
#475 Perfik-Kote
#479 EZ Prime
#699 100% Acrylic
Enamel Undercoater 
or —

n Oil:  
 #599 Enamel 
 Undercoater

Seal water, smoke or fire 
damage with #597 Stain 
Killer, #697 100% Acrylic 
Bonding Primer, or  #598 
Low-OdorStain Killer. #598 
must be  
topcoated with latex 
coatings only. 

#475 Perfik-Kote should 
be used to prime walls 
with poor sheet rock jobs 
or a large amount of sur-
face imperfections.

Flat 300 Line Premium Latex Wall Paint

 18-60 Professional Grade Latex Wall Paint

 400 Line Vinyl-Acrylic Latex Wall Paint

Matte 36-50 Line Evergreen Ultra Premium 100% Acrylic

Eggshell 3900  Line Evergreen Ultra Premium 100% Acrylic

 370 Line Premium Latex Enamel

 430 Line Vinyl-Acrylic Latex

 1270 Pre-Catalyzed Water Based Epoxy

Satin 7-50 ENAMELEX Acrylic/Polyurethane Bonding Enamel

 670 Line Premium Latex Enamel

 n   5200 Line Alkyd Enamel

Semi-Gloss 3300 Evergreen Ultra Premium 100% Acrylic

 600 Line Premium 100% Acrylic Latex Enamel

 680 Vinyl-Acrylic Latex Enamel

 8000 Line Premium DTM 100% Acrylic Enamel

 1260  Pre-Catalyzed Water Based Epoxy

 5600 Line Waterborne Acrylic-Alkyd Interior Enamel

 n  500 Line Premium Alkyd Enamel

Gloss 3000 Line Evergreen Ultra Premium 100% Acrylic

 4000 Interior Professional Grade Acrylic Latex Enamel

 n  580 Premium Alkyd Enamel

The surface to be painted should be dry and free 
of any dirt, chalk, grease, oil, loose or peeling 
paint or other foreign contaminants. Remove dirt, 
grease and other contaminants by washing with a 
detergent solution, rinse thoroughly, and allow the 
surface to completely dry. Areas that need special 
attention are doors and door jambs that come in 
frequent contact with hand oils. Repair/Caulk all 
cracks and surface irregularities with putty or a 
sandable wood filler. Glossy enamel finishes should 
be sanded to a dull finish, dusted, and then primed 
with the appropriate primer.

Always prime all new or bare wood with an enamel
undercoater and sand between coats. 

Latex:   
#699 100% Acrylic 
Enamel Undercoater

—or —
n Oil : 

#599 Enamel 
Undercoater

Always sand and dust 
enamel undercoaters  
after priming.

On knot holes use shellac.

Note: On bleeding woods
such as cedar or redwood,  
an oil based primer must  
be used.

Satin 7-50 ENAMELEX Acrylic/Polyurethane Bonding Enamel

 670 Line Premium Latex Enamel

 n   5200 Line Alkyd Enamel

Semi-Gloss 3300 Evergreen Ultra Premium 100% Acrylic

 600 Line Premium 100% Acrylic Latex Enamel

 680 Vinyl-Acrylic Latex Enamel

 8000 Line Premium DTM 100% Acrylic Enamel

 1260  Pre-Catalyzed Water Based Epoxy

 5600 Line Waterborne Acrylic-Alkyd Interior Enamel

 n  500 Line Premium Alkyd Enamel

Gloss 3000 Line Evergreen Ultra Premium 100% Acrylic

 4000 Interior Professional Grade Acrylic Latex Enamel

 n  580 Premium Alkyd Enamel

 n  800 Line Premium Alkyd Industrial Enamel    

The surface to be painted must be clean and free 
of dirt, grease, oil, rust, mill scale, loose or peeling 
paint and other surface contaminants. Remove rust 
or mill scale by sanding and/or hand tool cleaning. 
Old glossy enamel finishes must be sanded to 
a dull finish, dusted, and then primed with the 
appropriate primer. 

Always prime new or bare ferrous metal with 
a corrosion resistant primer. A phenolic lift 
proof primer must be used as a primer for high  
performance coatings such as two package epoxies 
and polyurethanes.

n Oil:
Tuff-Boy Rust Stop 
Primer  (1022, 1024, 
1069)

—or —
#1028 Tuff-Boy Rust 
Wacker Red
Latex: 
5-56 100% Acrylic  
DTM primer  
Note: Latex primers 
should only be applied 
on clean, degreased 
steel, with no rust or  
mill scale.
or
#235 100% Acrylic  
Latex Undercoater 

Eggshell 3900  Line Evergreen Ultra Premium 100% Acrylic

 1270 Pre-Catalyzed Water Based Epoxy

Satin 7-50 ENAMELEX Acrylic/Polyurethane Bonding Enamel

 670 Line Premium Latex Enamel

 n   5200 Line Alkyd Enamel

Semi-Gloss 3300 Evergreen Ultra Premium 100% Acrylic

 600 Line Premium 100% Acrylic Latex Enamel

 680 Vinyl-Acrylic Latex Enamel

 8000 Line Premium DTM 100% Acrylic Enamel

 1260  Pre-Catalyzed Water Based Epoxy

 5600 Line Waterborne Acrylic-Alkyd Interior Enamel

 n  500 Line Premium Alkyd Enamel

Gloss 3000 Line Evergreen Ultra Premium 100% Acrylic

 4000 Interior Professional Grade Acrylic Latex Enamel

 n  580 Premium Alkyd Enamel

 n  800 Line Premium Industrial Alkyd Enamel

Please consult the product data sheet for complete instructions on surface preparation, 
application technique and recommended uses. For additional information, please contact 
a Farrell-Calhoun Representative.

n  Red denotes solvent based products. Blue denotes water based products.

Recommended Surface Prep     Primer Options    Sheen      Finish Coat Options

IN
T

E
R

IO
R

S
U

R
F

A
C

E
S  WALLBOARD

 INTERIOR WOOD (Painted)

 INTERIOR FERROUS METALS



The wood to be stained must be dry, clean and 
free of any oil, grease, fingerprints or other surface 
contaminants. Solvent washing is the most effective 
method. Fill any surface imperfections with wood 
putty or stainable wood filler.

Always sand and dust between coats to ensure a 
smooth surface. For window sills or other areas that 
are exposed to a large amount of UV, use #1130, or 
#1161 Spar Varnish in place of #1120 Gloss Varnish.

n Oil: 
#1110 Penetrating  
Wiping Stain

—or —
#1400 Line Standard 
Color Wiping Stain
Waterborne:

#1500 Line Wiping Stain

Note: Always lay used stain 
rags out to dry or store in 
approved metal containers.

Flat n  1123 Wood Kraft Polyurethane Varnish

 1193 Waterborne Acrylic Polyurethane Varnish

Satin n  1122 Wood Kraft Polyurethane Varnish

 n  1132 Wood Kraft Exterior Polyurethane Spar Varnish

 1192 Waterborne Acrylic Polyurethane Varnish

Semi-Gloss 1161 Interior/Exterior Acrylic Polyurethane Spar Varnish

Gloss n  1120 Wood Kraft Polyurethane Varnish

 n  1130 Wood Kraft Exterior Polyurethane Spar Varnish

 1190 Waterborne Acrylic Polyurethane Varnish

New Work: Block Filler must be worked into surface 
pores while wet with a long nap roller, and should 
be back rolled when spray applied.  On lightweight 
or very porous blocks, spread Block Filler at 40-50 
square feet per gallon. The pH of the blocks must 
be below 10 and all efflorescence must be removed 
prior to painting.

Previously Painted: Remove all dirt, chalk, 
efflorescence, loose or peeling paint and other 
surface contaminants by power washing and 
scraping. Patch holes and other surface defects 
with the proper patching materials. Patched areas 
may require additional primer coats to even the 
final coat. Replace caulk which may be missing or 
in bad repair.

Efflorescence can be removed with a solution of 
muriatic acid, by using a wire brush, high pressure 
cleaning, or sandblasting. Muriatic acid must be 
neutralized with water prior to painting.

For new unfilled concrete 
blocks:

#470 Interior/Exterior 
Latex Block Filler

#470A Interior/Exterior 
Acrylic Block Filler 

For patched areas that have 
been filled with block filler:

Latex:   
#697 100% Acrylic 
Bonding Primer
—or —
#235 100% Acrylic  
Latex Undercoater

Flat 300 Line Premium Latex Wall Paint

 18-60 Professional Grade Latex Wall Paint

 400 Line Vinyl-Acrylic Latex Wall Paint

Matte 36-50 Line Evergreen Ultra Premium 100% Acrylic

Eggshell 3900  Line Evergreen Ultra Premium 100% Acrylic

 370 Line Premium Latex Enamel

 430 Line Vinyl-Acrylic Latex

 1270 Pre-Catalyzed Water Based Epoxy

Satin 670 Line Premium Latex Enamel

 2200 Line 100% Acrylic Premium Latex Enamel

 n   5200 Line Alkyd Enamel

Semi-Gloss 3300 Evergreen Ultra Premium 100% Acrylic

 600 Line Premium 100% Acrylic Latex Enamel

 680 Vinyl-Acrylic Latex Enamel

 8000 Line Premium DTM 100% Acrylic Enamel

 1260  Pre-Catalyzed Water Based Epoxy

 5600 Line Waterborne Acrylic-Alkyd Interior Enamel

 n  500 Line Premium Alkyd Enamel

Gloss 3000 Line Evergreen Ultra Premium 100% Acrylic

 n  580 Premium Alkyd Enamel

 n  800 Line Premium Alkyd Industrial Enamel

 4000 Interior Professional Grade Acrylic Latex Enamel

The surface must be clean and free of all dirt, chalk, 
loose or peeling paint. New masonry panels must 
be clean and free of all bond-breakers, form release 
agents and other surface contaminants. (This may 
require brush blasting with sand.) The pH of the 
surface must be below 10 and all efflorescence must 
be removed prior to painting. Note: When applying 
any product to brick, always test a small area first to 
check for adhesion and discoloration. Glazed brick 
must be etched prior to painting. Some porous bricks 
may require two coats of #235 100% Acrylic Primer. 
Some bricks contain iron salts which may rust and 
bleed through latex coatings. If there is a bleeding 
problem, use #160 Oil Base Primer.

Always prime new or bare masonry with the  
appropriate primer.

 Latex:   
 #235 100% Acrylic    
 Latex Undercoater
 —or —
 #697 100% Acrylic 
  Bonding Primer 
    
Note: 100% Acrylic primers 
offer superior alkaline resis-
tance and should be used on 
new masonry. 

Flat 300 Line Premium Latex Wall Paint

 18-60 Professional Grade Latex Wall Paint

 400 Line Vinyl-Acrylic Latex Wall Paint

Matte 36-50 Line Evergreen Ultra Premium 100% Acrylic

Eggshell 3900  Line Evergreen Ultra Premium 100% Acrylic

 370 Line Premium Latex Enamel

 430 Line Vinyl-Acrylic Latex

 1270 Pre-Catalyzed Water Based Epoxy

Satin 670 Line Premium Latex Enamel

 2200 Line 100% Acrylic Premium Latex Enamel

 n   5200 Line Alkyd Enamel

Semi-Gloss 3300 Evergreen Ultra Premium 100% Acrylic

 600 Line Premium 100% Acrylic Latex Enamel

 680 Vinyl-Acrylic Latex Enamel

 8000 Line Premium DTM 100% Acrylic Enamel

 1260  Pre-Catalyzed Water Based Epoxy

 5600 Line Waterborne Acrylic-Alkyd Interior Enamel

 n  500 Line Premium Alkyd Enamel

Gloss 3000 Line Evergreen Ultra Premium 100% Acrylic

 n  580 Premium Alkyd Enamel

 n  800 Line Premium Alkyd Industrial Enamel

 4000 Interior Professional Grade Acrylic Latex Enamel

Please consult the product data sheet for complete instructions on surface preparation, 
application technique and recommended uses. For additional information, please contact 
a Farrell-Calhoun Representative.

n  Red denotes solvent based products. Blue denotes water based products.

Recommended Surface Prep Primer Options                      Sheen           Finish Coat Options IN
T

E
R

IO
R

S
U

R
F

A
C

E
S

  INTERIOR WOOD (Stained)

  INTERIOR CONCRETE (Cinder Block, Concrete Block, CMU)

 INTERIOR MASONRY (Tilt-Up, Brick, Poured-In Place)



Remove loose or peeling paint, mildew, dirt, oil, 
wax, and other surface contaminants by power 
washing or sanding. Treat mildew with a bleach 
solution, and rinse thoroughly before painting. 
Fill all nail holes and other surface defects with 
a proper filler or caulk. All butt joints must be 
caulked after primer coat to prevent moisture from 
attacking the open end grain. Old glossy finishes 
should be sanded to a dull finish, dusted, and spot 
primed prior to painting.

Bleeding woods such as cedar and redwood will 
stain light colors made in latex paints or latex 
stains. To avoid this, #160 Primer or an oil stain 
system should be used.

Knotholes should be sealed with one or two coats 
of shellac prior to priming.

All primers should be brush or roller applied on 
raw wood. Backrolling is essential when spraying 
primer on new wood.

Latex: 
#235 100% Acrylic 
Latex Undercoater

n Oil:
#160 Oil-Base 
Undercoater

Latex primers are recommended 
for most non-bleeding woods 
because of superior mildew 
resistance. Oil primers are rec-
ommended for bleeding woods 
and areas such as window sills 
or door thresholds that may 
have moisture settle on them.  

  260 Line 100% Acrylic Premium Latex Stain

 7600 Permastain Solid Color Deck Stain

 n  171 Wood Kraft Semi-Transparent  
       Linseed Oil-Alkyd

Velvet 7900 Permastain Semi-Transparent Deck Stain

 Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

Satin 3200 Line Durashield 100% Acrylic Ultra Premium 

 2200 Line 100% Acrylic Premium Latex Enamel

Semi-Gloss 3400 Line Durashield 100% Acrylic Ext Ultra Premium

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

 17-200 Tuff-Crete Smooth HB Waterproofing Coating

Eggshell 2300 Premium 100% Acrylic Elastomeric Coating

Satin 3200 Line Durashield 100% Acrylic Ultra Premium 

 2200 Line 100% Acrylic Premium Latex Enamel

Semi-Gloss 3400 Line Durashield 100% Acrylic Ultra Premium

 8000 Line Premium DTM 100% Acrylic Enamel

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

 n  800 Line Premium Alkyd Industrial Enamel

Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

Satin 3200 Line Durashield 100% Acrylic Ultra Premium

 2200 Line 100% Acrylic Premium Latex Enamel

Semi-Gloss 3400 Line Durashield 100% Acrylic Ultra Premium

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

Latex:    
#235 100% Acrylic 
Latex Undercoater

Note: 100% Acrylic latex prim-
ers are recommended almost 
exclusively by hardboard man-
ufacturers.

New Work: Block Filler must be worked into 
surface pores while wet with a long nap roller 
cover, and must be back rolled when spray applied. 
The pH of the blocks must be below 10 and all 
efflorescence must be removed prior to painting. 
 
Previously painted: Remove all dirt, chalk, mildew, 
efflorescence, loose or peeling paint and other 
surface contaminants by power washing, scraping, 
or sanding. Patch holes and other surface defects 
with proper patching materials. Treat mildew with 
a bleach solution and rinse thoroughly. Patched 
areas should be primed before finish coating. 
Replace caulk which may be missing or cracking.
 
Efflorescence can be removed with a solution of 
muriatic acid, by using a wire brush, high pressure 
cleaning, or sandblasting. Muriatic acid must be 
neutralized with water prior to painting. 

The surface must be dry, clean and free of any 
silicone treatments.

See “Exterior Wood” for other surface preparation 
recommendations.

Flat (Solid 
Stain)

Flat (Semi-
Transparent)

Please consult the product data sheet for complete instructions on surface preparation, 
application technique and recommended uses. For additional information, please con-
tact a Farrell-Calhoun Representative.

n  Red denotes solvent based products. Blue denotes water based products.

Recommended Surface Prep     Primer Options    Sheen  Finish Coat Options

For new unfilled concrete 
blocks:

#470 Interior/Exterior 
Latex Block Filler

#470A Interior/Exterior 
Acrylic Block Filler 

For patched areas that have 
been filled with block filler:

Latex:   
#697 100% Acrylic 
Bonding Primer
—or —
#235 100% Acrylic  
Latex Undercoater

None Required
E

X
T

E
R

IO
R

S
U

R
F

A
C

E
S  EXTERIOR WOOD (Siding & Trim)

 HARDBOARD SIDING (T-111, Hardi Board™, Masonite)

 CONCRETE (Cinder Block, Concrete Block, CMU)



The surface must be clean and free of all dirt, chalk, 
mildew, loose or peeling paint. New masonry panels 
must be clean and free from bondbreakers, form 
release agents and other surface contaminants. 
(This may require brush blasting with sand.) 
The pH of the surface must be below 10 and all 
efflorescence must be removed prior to painting. 

Note: When applying any product to brick, always 
test a small area first to check for adhesion and 
discoloration. Glazed brick must be etched prior to 
painting. Some porous bricks may require two coats 
of #235 100% Acrylic Primer. Some bricks contain 
iron salts which may rust and bleed through latex 
coatings. If there is a bleeding problem, use #160 
Oil Base Primer.

Always prime new or bare masonry with the 
appropriate primer.

Latex:
#235 100% Acrylic  
Latex Undercoater

—or —
#697 100% Acrylic  
Bonding Primer

Note: 100% Acrylic primers or 
Epoxy Masonry Sealers offer 
excellent alkaline resistance 
and are recommended on new 
masonry, unless there is an  
iron salt bleeding problem.

Self Priming

Note: These coatings are  
all non-paintable sealers 
and cannot be top coated 
with another product.

Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

 17-200 Tuff-Crete Smooth HB Waterproofing Coating

Eggshell 2300 Premium 100% Acrylic Elastomeric Coating

Satin 3200 Line Durashield 100% Acrylic Ultra Premium 

 2200 Line 100% Acrylic Premium Latex Enamel

Semi-Gloss 3400 Line Durashield 100% Acrylic Ext Ultra Premium 

 8000 Line Premium DTM 100% Acrylic Enamel

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

 n  800 Line Premium Alkyd Industrial Enamel

Clear n  1105 Silicone Water Repellent

 n  1106 Clear Acrylic Waterproofing Sealer

 1107 Acrylic Siloxane Water Repellent

The surface to be painted must be clean and free 
of dirt, grease, oil, rust, mill scale, loose or peeling 
paint and other surface contaminants. Remove rust 
or mill scale by sanding and/or hand tool cleaning. 
Glossy enamel finishes must be sanded to a dull 
finish, dusted, and then primed with a corrosion 
resistant primer.

Always prime new or bare ferrous metal with 
a corrosion resistant primer. A phenolic lift-
proof primer must be used as a primer for high 
performance coatings such as two package epoxies 
and polyurethanes. 

n Oil:
 Tuff-Boy Rust Stop  
(1022, 1024, 1069)

 —or —
#160 Oil-Base   
Undercoater 

—or —
#1028 Tuff-Boy Rust 
Wacker Red

—or —
Latex: 
5-56 100% Acrylic  
DTM primer
or
#235 100% Acrylic  
Latex Undercoater

Note: Latex primers 
should only be applied 
on clean, degreased steel, 
with no rust or mill scale.

Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

Satin 3200 Line Durashield 100% Acrylic Ultra Premium

 2200 Line 100% Acrylic Premium Latex Enamel

Semi-Gloss 3400 Line Durashield 100% Acrylic Ultra Premium 

 8000 Line Premium DTM 100% Acrylic Enamel

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

 n  800 Line Premium Alkyd Industrial Gloss Enamel

Remove all dirt, chalk, mildew, rust, loose or peeling 
paint, grease, oil and other surface contaminants 
prior to painting. All new galvanized metal or 
aluminum must be primed before painting. New 
galvanized metal or aluminum must be free of any 
mill scale, grease, or fabricating oil. 

Remove oil or grease by solvent cleaning or with a 
detergent solution, followed by thorough rinsing. 
Remove mildew with a bleach solution followed by 
thorough rinsing. 

Latex:  
#697 100% Acrylic  
Bonding Primer

—or —
#235 100% Acrylic  
Latex Undercoater

—or — 
#5-56 100% Acrylic DTM 
Rust Preventative Primer

Note: Oil-based primers or
finish coats should not be
applied directly to bare
galvanized or aluminum
surfaces.

Flat 200 Line 100% Acrylic Premium Latex Enamel

 270 Line Acrylic Latex House Paint

Satin 2200 Line 100% Acrylic Premium Latex Enamel

 3200 Line Durashield 100% Acrylic Ultra Premium

Semi-Gloss 3400 Line Durashield 100% Acrylic Ultra Premium 

 8000 Line Premium DTM 100% Acrylic Enamel

Gloss 2400 Line 100% Acrylic Premium Latex Enamel

 n  800 Line Premium Alkyd Industrial Gloss Enamel

Please consult the product data sheet for complete instructions on surface preparation, 
application technique and recommended uses. For additional information, please contact 
a Farrell-Calhoun Representative.

n  Red denotes solvent based products. Blue denotes water based products.

 Recommended Surface Prep Primer Options                       Sheen Finish Coat Options
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EXTERIOR FERROUS METALS

GALVANIZED METAL/ALUMINUM

 MASONRY (Brick, Stucco, Tilt-Up, Poured-in-Place)



P R I M E R S
380
A premium quality interior wall primer that has 
exceptional sealing properties and enamel hold 
out. This product is recommended on new interior 
wallboard, masonry or plaster surfaces. Use of this 
product will give finish coats more uniform sheen 

levels, and more square feet per gallon. This product can be finish 
coated with latex or oil-based paints.

Sheen: Flat   Clean-Up: Water  Solids: 40.0% by volume  
Dry Time: 1 hour to tack free/4 hours to recoat 

470/470A 
Higher solids block fillers that are formulated 
with superior resin systems when compared with 
traditional vinyl-acrylic block fillers. 470A is made 
with Acrylic resin while 470 is made with a 
proprietary resin. Both products have exceptional 
filling and sealing properties and are recommended 

on interior and exterior unfilled concrete blocks. Both products must be 
backrolled when spray applied.

Sheen: Flat   Clean-Up: Water   Solids: 470 - 48.0%, 470A - 51.0% (all by  
volume) Dry Time: 1 hour to tack free/4 hours to recoat.

5-56
A premium waterborne 100% Acrylic interior/
exterior DTM primer that is formulated with 
a unique rust inhibiting resin system and rust 
inhibiting pigments to block tightly adhering rust 
on ferrous metal surfaces. This high solids primer 

is highly recommended for aluminum and galvanized surfaces. #5-56 is 
easy to apply and dries to a hard flat finish and provides an excellent 
foundation for enamels. This product may also be used as a finish coat.

697
An excellent 100% Acrylic bonding, stain-killing 
primer that offers outstanding adhesion to 
galvanized and aluminum metal. This product  
also has excellent alkali and efflorescence 
resistance for masonry and is a stain killer for  

most interior and exterior stains. It is the product of choice for priming 
interior or exterior aluminum or galvanized surfaces. Severe stains may 
require the use of a solvent-based stain blocker.

Sheen: Eggshell   Solids: 40% by volume   Clean-Up: Water   
Dry Time: 1 hr/4hr/Overnight on stains

Sheen: Flat   Clean-Up: Water  Solids: 39.0% by volume   
Dry Time: 1/2 hour to touch /4-8 hours to recoat 

235
One of the best exterior latex primers on the market 
today that offers high solids, excellent hiding, flexibility, 
and adhesion. Formulated with 100% Acrylic resin, 
corrosion inhibiting pigments, and a large amount 

of mildewcide, #235 is the product of choice for exterior masonry and 
non-bleeding woods. Can also be used to prime aluminum and galvanized 
surfaces and as an interior primer for mildew prone areas. This product is 
not recommended for bleeding woods such as cedar or redwood.  

Sheen: Flat   Clean-Up: Water   Solids: 41.3% by volume  
Dry Time: 1 hour to touch/4 hours to recoat with latex —  
24 hours to recoat with an oil-base paint

597
A premium interior stain blocker which offers 
excellent hiding when compared with traditional 
solvent based stain blockers. This fast drying 
product is recommended for priming and sealing 
water, smoke, or tannin stains on interior 

applications. #597 can also be used as an enamel undercoater for 
interior wood or metal surfaces due to the excellent sanding properties. 
This product can be finish coated with latex or oil base paints.

699
An excellent 100% Acrylic latex enamel 
undercoater that offers exceptional sealing and 
sanding properties as well as low odor. This high 
solids, quick drying product is formulated to sand 
very easily, reducing labor costs. Recommended 

for priming masonry, wallboard, clean metal, and all types of non-
bleeding wood surfaces. Can be finish coated with latex or oil-based 
products. Can be used as a substitute for white lacquer undercoater.

Sheen: Flat   Clean-Up: Water   Solids: 35.0% by volume  
Dry Time: 1 hour to tack free/4 hours to recoat

468
Recommended for interior trim made of 
softwoods and MDF as well as drywall. This fast 
drying product is high hiding and sands easily. 
468 is also an excellent product for priming 
drywall and finishing ceilings. This product’s 

“dead flat” finish is especially useful on vaulted ceilings such as those 
found in churches and upper end housing. This product may also be 
used as a finish coat.

Sheen: Flat   Clean-Up: Water   Solids: 32.0% by volume  
Dry Time: 1 hour to tack free/4 hours to recoat 

Sheen: Flat   Clean-Up: VM & P Naphtha   Solids: 42.1% by volume  
Dry Time: 30 minutes to touch/1 hour to recoat



P R I M E R S
475
A high solids, high build wall primer designed 
especially for interior wallboard surfaces that are 
damaged or filled with surface imperfections.  
This product applies in a heavy bodied film which 
makes it sand exceptionally well, and minimizes 
surface irregularities. This product is also fast 

drying, high hiding, low odor and can be finish coated with latex or  
oil-based paints.

479
Easy Prime is a high build vinyl acrylic latex 
coating that is designed for use as a primer/sealer 
on wallboard surfaces. Unlike most primers, #479 
applies in a heavy bodied film which makes it sand 
exceptionally well. #479 has good sealing properties 

and enamel hold out. #479 is high hiding, fast drying, low odor, low 
VOC, and will provide an excellent surface for topcoats. This product 
can be topcoated with either latex or oil-based products.

599
A superior enamel undercoater that offers 
outstanding adhesion, excellent hiding, filling, 
and sanding properties. The product of choice 
for priming bare interior wood surfaces, old 
glossy surfaces, old varnished surfaces, or 

substrates with slight grease or oil contamination such as kitchens and 
bathrooms. This high solids product can be finish coated with latex or 
solvent based products.

499
Mill Prime is an interior primer that is 
formulated to have good hiding and filling 
properties, outstanding enamel hold out and is a 
great alternative to solvent borne white lacquer 
undercoaters. This high solids primer is easy to 
apply, sands easily, dries to a smooth finish and 

provides an excellent foundation for enamels on new interior wood. 
This product has very low odor and dries quickly.

1028
Rust Wacker Red Primer is a premium primer 
designed to encapsulate existing rust and prevent 
new rust for a period of five years when applied 
according to label directions. It has unique surface 
wetting properties that make it possible to prime  

ferrous metal surfaces where surface rust is present. The tough film  
will seek out and surround rust where it sits, destroying its destructive 
properties. When properly applied, 1028 will prevent air and water from 
re-attacking the steel in order to prevent further corrosion from occurring.

598
A unique primer that offers all the stain blocking 
properties of an oil-based stain blocker with virtually 
no odor during application or after the product has 
cured. Blocks water, smoke, and tannin stains on 
interior applications. Not recommended as a primer 

for hard, glossy enamel surfaces. This product cannot be finish coated with 
solvent based products. Note: An organic respirator must be used when 
applying this product.

Sheen: Flat   Clean-Up: Water   Solids: 40.4% by volume  
Dry Time: 1 hour to tack free/4 hours to recoat 

Sheen: Flat   Clean-Up: Water   Solids: 29.6% by volume  
Dry Time: 30 min to touch /4 hours to recoat 

Sheen: Flat   Clean-Up: Mineral Spirits   Solids: 44.2% by volume   
Dry Time: 30 minutes to touch/1 hour to recoat

Sheen: Flat   Clean-Up: Mineral Spirits   Solids: 55.0 % by volume    
Dry Time: 12 hours to touch/24 hours to recoat

Sheen: Flat   Clean-Up: Water  Solids: 39.0 % by volume    
Dry Time: 30 min to touch/4-8 hours to recoat

Sheen: Low sheen   Clean-Up: Mineral Spirits   Solids: 55.0% by volume    
Dry Time: 6-8 hours to touch/24 hours to recoat

1022/1024/1069
Premium quality modified alkyd primers formulated 
with rust inhibiting pigments and long oil alkyd 
resins to give outstanding corrosion protection on 
ferrous metal surfaces. These high solids, high 
hiding products are designed to penetrate deeply 

into the grooves and pores of ferrous metal and retard further corrosion. 
Available in white (#1022), red (#1024), and gray (#1069).

Sheen: Flat   Clean-Up: Mineral Spirits or VM & P Naphtha  
Solids: 1022 - 52.7%, 1024 - 48.7%, 1069 - 49.4% by volume   
Dry Time: 2 hours to bug free/Tack free overnight 

160
A full bodied linseed oil-alkyd primer that offers 
excellent hiding and superior penetration. #160 has 
good mildew resistance, flexibility, and corrosion 
resistance when compared with other alkyd primers. 
#160 is the product of choice for priming cedar, 

redwood, and other bleeding woods. Not recommended for priming 
aluminum or galvanized surfaces. This product can be finish coated with 
latex or oil base enamels.

Sheen: Flat   Clean-Up: Mineral Spirits   Solids: 60.0% by volume  
Dry Time: 6-8 hours to touch/24 hours to recoat



I N T E R I O R

300/370 LINE
Some of the best latex wall paints on the market 
today. These self-priming products feature 
excellent hiding, extremely low odor, high solids 
and outstanding washability. The very best 
feature of both 300 and 370 is the unbelievable 
touch-up. Recommended for properly prepared 

interior walls and ceilings of plaster, wallboard, and masonry surfaces. 
Not recommended for hard service areas such as wood trim, kitchens 
and bathrooms.

400/430 LINE
Professional grade interior flat/eggshell latex 
wall paints that are formulated for ease of 
application and excellent touch-up. These 
products are also low odor and are non-
splattering. Recommended for properly prepared 
walls and ceilings of plaster, wallboard, and 

masonry surfaces. Not recommended for hard service areas such as 
wood trim, kitchens, and bathrooms. 

Sheen: 300 - Flat  370 - Eggshell   Clean-Up: Water   Solids: Solids:  300 - 36.5%   
370 - 36.5 (all by volume)   Dry Time: 1 hour tack free/4 hours recoat

Sheen: Flat   Clean-Up: Water   Solids:  32% by volume    
Dry Time: 1 hour to touch / 4 hours to recoat

Sheen: 400 - Flat  430 - Eggshell   Clean-Up: Water    
Solids: 400 - 32% by volume / 430 - 31.5% by volume   
Dry Time: 1 hour to touch/4 hours to recoat

36-50/3900
Our most stain and scuff resistant wall paints 
that feature a washable, cleanable finish and 
are extremely low odor.  These 100% Acrylic 
enamels are high solids, high hiding, and are 
ideal for use on interior surfaces where a soft, 
pleasing appearance is desired. These self-

priming products also feature excellent flow & leveling, as well as 
outstanding touch-up. Recommended for properly prepared interior 
plaster, wallboard, and masonry surfaces.

Sheen: 36-50 - Matte  3900 - Eggshell     Clean-Up: Water   Solids: 36-50 - 37.0%,  
3900 - 39.0% (all by volume)  Dry Time: 1 hour to tack free/4hours  
to recoat

Sheen:  3300 - Semi-Gloss  3000 - Gloss     Clean-Up: Water    
Solids:  3300 - 38.0%   3000 - 36.0%  by volume   
Dry Time: 1 hour to touch /4 hours to recoat

18-60 LINE 
Professional grade interior flat latex wall 
paint formulated for superior hiding, ease of 
use and outstanding touch-up. This product 
was specifically designed for hard to touch-up 
areas such as coffered ceilings. This product 

also features good flow and leveling, low odor and is non-splattering. 
Recommended for properly prepared walls and ceilings of plaster, 
wallboard, and masonry surfaces.  Not recommended for hard service 
areas such as wood trim, kitchens, and bathrooms. 

3300/3000
High Performance enamels formulated with a 
unique 100% Acrylic cross-linking resin system. 
These waterborne enamels offer unbelievable 
adhesion, durability, block resistance and flow 
& leveling. The unique formulation performs 
virtually like an alkyd enamel, but without the 

odor, VOC, or yellowing. Recommended for properly prepared interior 
wood, masonry, wallboard and metal. Ideal for use on hard service areas 
such as wood trim, kitchens and bathrooms.

670 LINE
A premium quality waterborne satin enamel that 
offers excellent washability in a lower sheen 
paint. This product also features good hiding 
and burnish resistance, excellent flow & leveling, 
and outstanding touch-up. Recommended for 
properly prepared interior walls and trim of 

wood, masonry, plaster, wallboard, and primed metal surfaces. 

Note: Semi-gloss finishes are a better recommendation for hard  
service areas.

Sheen: Satin   Clean-Up: Water   Solids: 34.0% by volume   
Dry Time: 1 hour to touch/4 hours to recoat



P R O D U C T S

680 LINE
A professional grade vinyl-acrylic semi-gloss 
enamel formulated for areas that need a finish 
with excellent washability. This product also 
features good hiding and ease of application. 
Recommended for properly prepared and 
properly primed interior wood, metal, plaster, 

wallboard, and masonry surfaces.

Sheen: Semi-Gloss   Clean-Up: Water   Solids: 35.0% by volume  
Dry Time: 30 min to touch /4 hours to recoat

5600 LINE
A premium, next generation Waterborne 
Acrylic-Alkyd semi-gloss enamel formulated 
with cross-linking technology which combines 
the ease of application of a latex paint with the 
flow and leveling of an oil-based enamel. 5600 is 

our most sustainable product because it is made with a soybean-based 
resin using water as the carrier. Unlike traditional alkyd enamels, 5600 
has minimal yellowing, is low odor and lower VOC. This product has 
superior adhesion and block resistance when compared with traditional 
latex enamels.

7-50 LINE
ENAMELEX Acrylic/Polyurethane Bonding 
Enamel is a next generation bonding enamel 
that has been formulated to have exceptional 
adhesion and hardness. This premium interior/
exterior bonding enamel is made with a unique 

Polyurethane-Acrylic Resin to give the product excellent flexibility, 
durability, and block resistance. This product can be applied over 
properly primed interior wood, metal, drywall, and masonry surfaces. 
ENAMELEX is self-priming to most masonry, fiberglass, laminates, 
many plastics, and ceramic tiles. It is ideal for doors, cabinets, 
windowsills and anywhere an ultra-tough product might be needed.

4000 LINE
A quality, acrylic high-gloss latex enamel 
formulated for interior walls and trim where 
a finish of extra durability and washability is 
needed. This high solids product combines the 
ease of application of a latex paint with the 
durability of an oil base enamel. Unlike white 

oil based enamels, the 4000 line will not yellow, is low odor, and is low 
VOC. The 4000 line is high hiding, non-splattering and has excellent 
flow and leveling properties.

Sheen: Semi-Gloss   Clean-Up: Water   Solids: 41.5% by volume    
Dry Time: 1 hour to tack free/4-6 hours to recoatSheen: Satin   Clean-Up: Water   Solids: 36% by volume    

Dry Time: 45 min

Sheen: High-Gloss   Clean-Up: Water   Solids: 36.5% by volume    
Dry Time: 30 min to touch/4 hours to recoat

5200/500/580
Premium alkyd enamels that feature high  
solids, excellent hiding, and outstanding  
durability and washability. A unique feature of 
these products is that they are sold with a non-
yellowing additive to improve the non- 

yellowing performance. Recommended for properly prepared interior 
wood, metal, plaster, wallboard, and masonry surfaces. Ideal for use on 
hard service areas such as kitchens, bathrooms, cabinets and bookcases.

Sheen: 5200 - Satin  500 - Semi-Gloss  580 - High Gloss      
Clean-Up: Mineral Spirits  Solids: 5200 - 50.0%  500 - 54.0%, 580 - 53.6% (all by 
volume)   Dry Time: 8 hours to touch /24 hours to recoat

600 LINE
A premium quality, waterborne semi-gloss enamel 
formulated with a 100% Acrylic cross-linking resin 
that gives the coating excellent block resistance. 
This excellent hiding product features high solids, 
excellent flow & leveling and superior adhesion. 
Recommended for properly prepared interior 

wood, masonry, plaster, wallboard, and primed metal surfaces. Ideal for 
use on hard service areas such as wood trim, kitchens, and bathrooms.

Sheen: Semi-gloss   Clean-Up: Water   Solids: 36.5% by volume  
Dry Time: 30 min to touch /4 hours to recoat



E X T E R I O R  P R O D U C T S

260 LINE
A premium quality 100% Acrylic latex solid 
hide stain formulated to hide the wood and 
grain color, but not to obscure the texture or 
grain pattern. This product offers excellent 
flexibility, ease of application, and good color 
retention. Recommended for properly prepared 

vertical non-bleeding wood surfaces, and can be used over old oil-based 
stains that have been properly prepared. Not recommended as a deck 
coating, over bleeding woods or for exotic hardwoods. 

200/2200/2400
Premium quality, high solids 100% Acrylic latex 
coatings formulated to have excellent flexibility 
and blister resistance. These high hiding products 
also feature excellent color and sheen retention, 
outstanding adhesion, and excellent mildew 
resistance. Recommended for properly prepared 

wood, hardboard, masonry, primed ferrous or galvanized metals as well 
as aluminum siding.

270 LINE
A professional grade acrylic flat latex house 
paint that has excellent resistance to cracking 
and blistering. This high solids product also has 
good adhesion, flexibility, and color retention. 
270 is ideal for large tilt-up warehouse walls due 
to its “dead flat” finish which minimizes lapping 

problems. Also recommended for properly prepared wood, masonry, 
primed ferrous or galvanized metal as well as aluminum siding.

2300 LINE
A premium quality l00% Acrylic Elastomeric 
coating that is formulated especially for masonry 
surfaces in which hair line cracks exist or could 
become a problem. This high solids product 
offers unsurpassed flexibility and easily repels 
wind driven rain. This product must be spray 

applied and have a minimum 12 mils dry film thickness. Please consult 
technical data sheet for additional information and specifications.

17-200 LINE
Tuff-Crete Smooth HB is an exterior masonry 
coating formulated for exterior surfaces of block, 
concrete, plaster, masonry, and brick to provide 
durability, breathability, flexibility and water 
resistance. This product is resistant to alkali and 
efflorescence and may be applied to concrete/

masonry that is a minimum of 7 days old, preferably 30 days old, with 
a pH above 6 and below 13 (See technical data sheet). This product 
can be used on any clean, above-grade exterior surface where a rich, 
smooth, water repellant finish is desired.

3200/3400
Durashield is a next generation Ultra Premium 
100% Acrylic latex enamel formulated to have 
excellent flexibility and exceptional resistance 
to cracking and blistering. Durashield also uses 
a unique resin and pigment formulation that 

will provide the most durable and long lasting coating available. This 
self-priming product has superior hiding and applies in a thicker film 
which allows users to cover most surfaces in just one coat. This product 
also features excellent mildew resistance and the higher sheen will greatly 
reduce dirt pick-up. Recommended for properly prepared exterior wood, 
hardboard, masonry, primed ferrous or galvanized metal as well as  
aluminum siding. Sheen: 200 - Flat   2200 - Satin   2400 - Gloss   Clean-Up: Water    

Solids: 200 - 40.8%, 2200 - 39.5%, 2400 - 37.0% (all by volume) 
Dry Time: 1 hours to touch/4 hours to recoat

Sheen: Flat   Clean-Up: Water   Solids: 29.0% by volume  
Dry Time: 1 hours to touch/4 hours to recoat

Sheen: Flat   Clean-Up: Water   Solids: 39% by volume  
Dry Time: 1 hours to touch/4 hours to recoat

Sheen: Eggshell   Clean-Up: Water   Solids: 47.5% by volume  
Dry Time: 2 hours to touch/4 hours to recoat  

Sheen: Flat   Clean-Up: Water   Solids: 43% by volume  
Dry Time: 2 - 4 hours to recoat  

Sheen: 3200 - Satin   3400 - Semi-Gloss  Clean-Up: Water Solids: 3200 - 39.0%, 
3400 - 38.0% (all by volume)  Dry Time: 2 hours to touch/4 hours to recoat  



F L O O R  &  D E C K 
&  M A I N T E N A N C E  P R O D U C T S

800 LINE
A premium quality alkyd-urethane industrial 
enamel that is formulated to have excellent 
hardness, durability, and flow & leveling 
properties. This high solids product also 
offers excellent hiding, moisture, and blocking 

resistance. Recommended for properly prepared wood trim, masonry, 
and ferrous metal surfaces. Not recommended for wood siding, or 
unprimed aluminum or galvanized surfaces.

700 LINE
A premium quality alkyd-urethane floor & deck 
enamel that is formulated to have excellent 
durability and moisture resistance. This high 
solids enamel is easy to apply and has good flow 
& leveling. Recommended for use on properly 

prepared interior/exterior concrete and metal floors, and dimensionally 
stable wood floors. Please consult a Farrell-Calhoun representative for 
proper surface preparation and product application recommendations. 
Not recommended for wood decks.

8000 LINE
A premium quality rust inhibiting 100% Acrylic 
DTM enamel that is formulated to be applied 
directly to properly prepared galvanized, 
aluminum or ferrous metal surfaces. This product 
also offers excellent adhesion, durability, color 
and gloss retention, and blocking resistance. Also 

suitable for use on properly prepared wood and masonry surfaces. For 
superior corrosion resistance, use Tuff-Boy Rust Stop Primers.

7900 LINE
A semi-transparent acrylic-alkyd deck stain that 
has been optimized for durability, flexibility, 
and to have excellent water and UV resistance. 
7900 combines the ease of application, fast 
drying and water clean up of latex paints with 
the durability and wood protection qualities of 

oil base stains. The 7900 line has been formulated for use on vertical 
and horizontal wood and masonry surfaces such as siding, fascia, trim, 
decking, outdoor furniture and fencing. Not recommended for exotic 
hardwoods. 

Sheen: Gloss   Clean-Up: Mineral Spirits   Solids: 56.0% by volume  
Dry Time: 6 to 8 hours to touch/24 hours minimum to recoat

Sheen: Gloss   Clean-Up: Mineral Spirits   Solids: 54.0% by volume 
Dry Time: 8 hours to touch /12 to 24 hours to recoat depending on color 

Sheen: Semi-Gloss  Clean-Up: Water  Solids: 36.5% by volume   
Dry Time: 2 hours to tack free/4 hours to recoat

Sheen: Velvet   Clean-Up: Water   Solids: 24.0% by volume  
Dry Time: 1 hours to touch/24 hours to recoat

7500 LINE
A 100% Acrylic-Urethane fortified waterborne 
floor enamel. Unlike traditional latex floor 
enamels that are not highly urethane fortified, 
this product has excellent adhesion, abrasion 
resistance and dries extremely fast. This high 

solids, low odor product can be put into service much quicker than 
traditional alkyd or acrylic floor enamels, and dries to an extremely hard 
finish. Recommended for masonry, metal, or dimensionally stable wood 
floors. Not recommended for wood decks.

Sheen: Semi-Gloss   Clean-Up: Water   Solids: 36.0% by volume 
Dry Time: 2 hours to tack free/24 hours to recoat

7600 LINE
A solid color acrylic deck stain that has been 
fortified with polyurethane to optimize durability, 
increase water, mildew, and UV resistance, and 
help prevent the graying of wood. This stain 
has been formulated to combine the ease of 

application, fast dry time and water clean up of latex paints, with the 
durability and wood protection properties of oil base stains. 7600 hides 
the wood and grain color, but does not obscure the texture or grain 
pattern.  Recommended for vertical and horizontal wood and masonry 
surfaces such as siding, decking, fences, and outdoor furniture. Not 
recommended for exotic hardwoods.

Sheen: Matte   Clean-Up: Water   Solids: 34.0% by volume    
Dry Time: 2 hours to tack free /6 hours to recoat 



WOODKRAFT & SPE CIALTY COATINGS

1190/1192/1193
Interior Waterborne acrylic- polyurethane 
varnishes are clear, non-yellowing coatings 
formulated to produce a hard, protective finish 
on interior wood. These waterborne finishes are 
low odor, feature excellent abrasion resistance 
and protection against water, alcohol, and most 

household chemicals. These polyurethanes are self-sealing, sandable, 
and dry quickly which allows multiple coats to be applied the same day. 
Recommended for properly prepared interior wood surfaces such as 
paneling, furniture, cabinets and woodwork. Not recommended for use 
over lacquer sealers, silicone waxes, floors and stearate sealers. 

1161
Waterborne acrylic-polyurethane spar varnish 
is a clear, non-yellowing coating formulated 
to produce a hard, durable finish on interior 
or exterior wood. This finish has superior 
UV-A and UV-B absorption to protect the 

surface from the harmful rays of the sun. 1161 is low odor and features 
excellent abrasion resistance and protection against water, alcohol, and 
most  household chemicals. This self-sealing product is recommended 
for exterior wood such as doors or patio furniture, or can be used on 
interior window sills, cabinets, floors and bookcases. Not recommended 
for decks or exotic hardwoods.

Sheen:  Semi-Gloss   Clean-Up: Water Solids: 30.5% by volume    
Dry Time: 2 hours to tack free /3 hours to recoat

1110/1400
Premium quality linseed oil wiping stains that 
are designed for properly prepared interior bare 
wood surfaces such as doors, cabinets, paneling 
and furniture. Available in a clear base that can 
be tinted (1110) or 5 standard colors (1400 Line). 
These stains are wiping stains and the excess stain 

must be wiped off, and then finish coated with a protective coat of clear 
varnish such as our polyurethane 1120 or 1122. Not recommended for 
exterior wood trim or siding. (Note: Used rags must be stored in an 
approved container.)

Sheen: Flat   Clean-Up: Mineral Spirits   Solids: 33.0% by volume  
Dry Time: 1 hour to touch /12 to 24 hours to recoat

1120/1122/1123
Premium quality polyurethane varnishes that 
are available in gloss 1120, satin 1122 and flat 
1123 finishes. These tough, durable coatings are 
smooth flowing, and have excellent resistance to 
abrasion, marring, chipping, washing, grease, oil, 
and water. Recommended on properly prepared 

interior wood surfaces such as floors, paneling, furniture, doors, or 
cabinets. Consult your Farrell-Calhoun representative for surface 
preparation and product application recommendations for floors.

Sheen: 1120 - Gloss, 1122 - Satin, 1123 - Flat   Clean-Up: Mineral Spirits    
Solids: 1120 - 46.7%. 1122 - 46.0%, 1123 - 43.0% (all by volume)   
Dry Time: 6 hours to touch/24 hours to recoat

Sheen: 1100 - Satin, 1140 - Semi-Gloss   Clean-Up: Mineral Spirits or VM & P Naphtha 
Solids: 1100 - 31.0%, 1140 - 30.0% (all by volume)    
Dry Time: 1 hour to touch/2 to 4 hours to recoat

1100/1140
Premium quality sanding sealers that are 
formulated to be fast drying and offer excellent 
sealing properties. These products contain zinc 
stearate which give the coatings outstanding 
sanding properties. These products must be 

thoroughly sanded to avoid adhesion problems when finish coated 
with polyurethane varnishes. Recommended for properly prepared raw 
wood surfaces such as doors, cabinets, paneling, or furniture.

1130/1132
Premium quality clear spar varnishes formulated 
to be smooth flowing, full bodied and produce a 
hard finish on interior and exterior wood.These 
products contain a blend of ultra-violet light 
absorbers that protect the finish from the harmful 

rays of the sun. Highly recommended for interior wood window sills 
and exterior doors that are exposed to a large amount of UV light. Not 
recommended for wood siding, floors,  
exotic hardwoods or as a deck coating. 

Sheen: 1190 - Gloss, 1192 - Satin, 1193 - Flat   Clean-Up: Mineral Spirits    
Solids: 1190 - 30.5%  1192 - 30.5%   1193 - 31.8% (all by volume)   
Dry Time: 2 hours to tack free/3 hours to recoat

Sheen: 1130 - High Gloss  1132 - Satin   Clean-up: Mineral Spirits  
Solids: 1130 - 49.0% , 1132 - 47.8% (all by volume)    
Dry Time: 12 hours to touch/24 hours to recoat



WOODKRAFT & SPE CIALTY COATINGS
1106
Tuff-Boy 1106 is a clear, non-yellowing,  
penetrating waterproofing sealer designed for 
use on various types of architectural masonry 
surfaces. This unique product is easy to apply, 
fast drying, and requires minimal surface 

preparation. #1106 offers excellent protection against grease, oil, road 
salts, detergents, weathering, and acid rain. By sealing the surface of 
new or old concrete, #1106 is able to keep dirt and other contaminants 
out of the concrete, allowing the concrete to last longer and prevent 
spalling and efflorescence. This product cannot be top coated with 
standard architectural finishes.

Sheen: Satin   Clean-Up:  Xylene   Solids: 23.5% by volume 
Dry Time: 45 minutes to tack free/2 hours to recoat

1107 A breathable water repellant that 
combines micronized acrylic and siloxane resins 
which penetrate into the sub-surface of concrete 
or masonry to bind down the substrate and impart 
excellent water repellency. By preventing water 
from entering the substrate, 1107 will help protect 
masonry against spalling, cracking, efflorescence 

and other types of damage caused by water intrusion. This product is also 
excellent for reinforcing old brick and mortar that have been damaged 
by repeated freeze/thaw cycles. #1107 is low odor and extremely easy to 
apply. Recommended for use on above ground concrete, cement, stone, 
brick, block, and other vertical masonry surfaces. This product cannot be 
top coated with standard architectural finishes.

Sheen: Clear   Clean-Up:  Water   Solids: 11.0% by volume    
Dry Time: 30 min to tack free/10 days to full cure

171
Exterior linseed oil-alkyd wood stain formulated 
to prorect and accent the natural grain and 
texture of exterior wood. #171 is a clear base 
which can be tinted to achieve a variety of 
custom colors. This product provides excellent 
penetration and good resistance to weathering. 

Recommended for use on new or previously stained exterior wood siding, 
fences, railings, shingles or shakes. Not recommended for masonry or metal 
surfaces, exotic hardwoods or for horizontal surfaces such as wood decks.

Sheen: Satin   Clean-Up: Mineral Spirits    Solids: 41.0% by volume   
Dry Time: 12 hours to tack free/24 hours to recoat

1260/1270
Next generation, advanced pre-catalyzed 
acrylic epoxies, that have all of the 
performance characteristics of traditional 
two-package water based epoxies in a single 
package. These products feature excellent 
adhesion, good chemical resistance, and 

outstanding durability. These products dry to a hard, smooth film and 
have excellent gloss retention on interior substrates. Unlike traditional 
polyamide epoxies, these products have very low odor and are lower in 
VOC. Recommended for properly prepared interior wallboard, primed 
metal, masonry or wood surfaces. 

Sheen: 1260 - Semi-Gloss, 1270 - Eggshell  Clean-Up: Water    
Solids: 1260 - 36.3%,  1270 - 36.5% (all by volume)   
Dry Time: 1 hour to touch / 8 hours to recoat 

1500
Waterborne penetrating wiping stain made 
from oil modified, waterborne dispersed alkyd. 
These stains combine the best features of oil 
based stains—great penetration with the best 
of waterborne products—quick drying and 

low odor. These waterborne products features minimal grain raising, 
and the quick drying penetrating action allows complete staining 
and finish coating of wood surfaces in one day. Recommended for 
properly prepared interior bare wood surfaces such as doors, cabinets, 
woodwork, and paneling. Not recommended on wood siding, decks or 
exotic hardwoods. 

Tuff-Boy zone marking coatings are unique 
water-based interior/exterior quick drying 
coatings formulated to give maximum footage 
and wear resistance. These ready mixed 
materials have excellent hiding and are easy to 
apply. These coatings product a hard, durable 

film that is very resistant to water and abrasion. Recommended for 
properly cured and prepared asphalt and concrete surfaces. Available in 
White (1040), Lead Free Yellow (1041) and Handicap Blue (1048). 

1040/1041/1048

Sheen: Flat   Clean-Up: Water   Solids: 26.5% by volume 
Dry Time: 4 – 8 hours to tack free/8 – 24 hours to recoat

Sheen: Flat   Clean-Up: Water   Solids: 1040 - 45.7%, 1041 - 44.0% , 1048 - 44.0% 
(all by volume)    Dry Time: 30 min to touch /4 hours to recoat 



CORPORATE OFFICE

221 East Carolina Avenue • Memphis, Tennessee  38126 • (901) 526 -2211 Fax (901) 525-8574

www.farrellcalhoun.com

The Professional’s Paint


